
Type 1 Facility Closeout Report 

Fadily No 
Icacflity Dcscriptor 

--I__- 

- - - ~  
Additional Information Attached - 

2 

-- - 

BSSI- 10114l99 RSS6 - 3/21/03 
Recoiina~~~dncc Level Churacterlzatiori Report 
(concurrence rccervcd) 
In-process Characterization 

N/* 
-c__ ---- - -I__- 

Swtton C Waste Ihta  (complete cafegories as clppropriate) 
Sdnitnn Djspusal 
Dlsposal SltF 

W ~ S C L  Volume (m3) 
Waste Wciglit (ton\) 
Additional Information 

IIarardaiis 1)is~owl 
Dhposal Sitc 

 ate VuIuirre (mJ> 
Add1hon.d 1dor111.1tio11 

TSCA Waste Dispwr,d (othcr thnn 
ALM) 
Ulspuwl site 
Waste Volume (ti?) 

Additionul Information 

A5hestos Waate Diwossl 
DIsposal SIte 
w d s t ~  Volunie (n?) 
Additional Information 

I rn+-I,evel Waste Dis~osnl 
D ~ ~ p u w l  Site 
WJste Volunie (ni') 
Additional Information 

Jdw-Level Mired Waste 1)irpnr;nl 
Dlsposal Site 
~ a s l e  Voluiiie (in') 
Addittonal lnformation 

Recvrled Material  
RecyclL Facility 
Waste Volume (m') 
Additional Information 

Property Diswsition 
Kecener Locations (mnjor items only) 
~u~ur i i e  (in') 

_-___ -- 
BFI Landliil 88% ower Rd , Conmcrcc City. CO and Front Ranae 
Landfill, Erie CO I- 

1 1.480 
7.474 1 
W a s ~  included building structure, d n d  slab _- 
Kcitleimn Hills E,icility, Kettleman Cit), CA or Rrthlehe?l Apparatus 
Co H ~ l l e r ~ i m i i  PA 
1 
L - -. 
Circuit board, 111ior~~c~i1I Imps  Hg switches, etc were moved to 3 

KFCA Temporary Unit and combincd witti like wastc stcanis for 
d i s p o d  

RFI Landfill 881h/Tower Rd , Cornrnerce City, CO - - __-- - 
<I 
PCR ballasts were sen! to the IaiidfilI as PCB Bulk Product Waste CU- 
mingled with  bill ]ding debris --- 

BFI Landfill !8'?Tower Rd Conuncrce City, LO 
120 
Abatement a p p r o v a k s d  on 03\17/03 

NIA 

- -- 

No LLW was eencrated - 

-- - NtA 

No LLW was generated 

- 
--- 

4 
M NfA - 

No building materials were recycled - 
h 

1 6  

T DEC 2003 

J 



Type 1 Facihty Closeout Report 

2 



Addrtlonal Facility Information 

Building 551 was a singte-story warehouse with two main sections The original south 
section was constructed of concrete block with the structural framing consisting of 
concrete columns and beams The floor was a concrete slab and the roof deck was also 
concrete The north additron was rridde of sheet metal for both the walls and roof and 
the floor was a concrete slab An addition was added to the east side of the warehouse, 
constructed of concrete block All concrete slabs were elevated approximately 4 feet 
above grade The budding was healed by sleam u n ~ t  heaters and had the followtrig 
utilities steam unit heaters/ventilatrori, water, electrical and gas 

There were several docks with roll-up doors and electrical hoist systems A trailor WGS 
located to the west of the buiiding and was connected by a wooden structure There 
was a large metal platform located 10 the west of the building that was used for cargo 
containers In addition, the building was located just east of railroad tracks 

Building 551 was used primarily as a warehouse The south side was construdsd in the 
1950’s and the north addition was constructed in the 1960’s T he north side included <i 
fabrication and servide shop, and an area used for mock-up testing drid trainrng The 
south side included a chemical dispensary and a flammable storagc room There were 
product chemical spilk in the flammable storage room, but the Ftre Dept Hazardous 
Materials Team cleaned them up 

The wafer and sanitary sewer lines were capped approxrmately 6-8 fee? below grade 
The natural gas line was capped approximately 4 feet below grade as well as the 
nitrogen gas tine that was purged before being capped There were 2 transformers on 
the east side of the building that were completely removed The electrical lines are 
underground and were pullod back to a manhole east of the transformers See the 
attached map for disconnect locattons No infrastructure remains of 8551 Building 551 
was located near Possible Area of Covtamcnation (PAC) # 500- 1 17 2, therefore 
Environmental Restoration (ER) will evaluate and conduct fmal scte remediation 
actfvrties This includes the asphalt from the east parking lot 



Addltlonal Facility information 

Building 556 was a 640-sq ft singlestory site maintenance buildtng constructed in 
1963 This building was a steel frame budding with metal walls and a metal roof 
Building 556 was built on a concrete slab The building had two large roll-up garage 
doors on the east side of the building and an out-of-service air compressor located on 
the north side of the building 

Building 556 had the foltowing utilities, clcctnc, steam heat, pressurized air system The 
utilities were wired from 8551 Firs protection was provided by wall-mounted fire 
extingutshers 

Building 556 was originally constructed as a wefdrng shop and continued to operate as a 
welding shop until the late 1980s when the welding equipment was removed Then the 
building was uscd rls a general maintenance building From approximately 1996 to 2000 
the building was used as a Radcori support building The Fbdcon support group stored 
sealed sources rn a RMA in the building, however none of the sources were known to 
have leaked and there was no building contamination associated with this activity In 
2002 the building began being used for welding training of D&D workers 

Utilities for this building were run directly from 6551, there were no independent lines 
The overhcad watcr and steam lines were cut between 8551 and B556 and completely 
removed The electrical lines are underground and were pulled back to a manhole east 
of the transformers No infrastructure or asphalt remains of 8556 Building 556 was 
located near Individual Hazardous Substance Site (It-GS) # 500-1 58, therefore 
Environmental Restoration (ER) will evaluate and conduct final site remediation actives 
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